STOBER

GENERAL PURPOSE Lubricant Quantity — Mounting Position MUST be Specified.
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Lubrication Quantity
Series — Concentric Helical

MOUNTING POSITION
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UNIT EL1 EL2 EL3 EL4 EL5 EL6

0zs. liters 0zs. liters 0zs. liters 0zs. liters 0zs. liters 0zs. liters
C002 10.1 0.3 13.5 0.4 10.1 0.3 10.1 0.3 16.9 0.5 16.9 0.5
C102 20.3 0.6 27.0 0.8 20.3 0.6 20.3 0.6 39.2 1.16 37.2 1.1
C103 27.0 0.8 33.8 1.0 30.4 0.9 30.4 0.9 49.0 1.45 47.3 1.4
C202 27.0 0.8 40.6 1.2 33.8 1.0 33.8 1.0 53.4 1.58 54.1 1.6
C203 33.8 1.0 50.7 15 37.2 1.1 37.2 11 65.9 1.95 67.6 2.0
C302 40.6 1.2 54.1 1.6 47.3 1.4 47.3 14 79.1 2.34 74.3 2.2
C303 47.3 14 60.8 1.8 50.7 15 50.7 15 89.5 2.65 84.5 25
C402 60.8 1.8 91.2 2.7 74.3 2.2 74.3 2.2 126.7 3.75 111.5 3.3
C403 67.6 2.0 101.4 3.0 7.7 2.3 7.7 2.3 145.3 4.3 125.0 3.7
C502 94.6 2.8 135.2 4.0 114.9 3.4 114.9 3.4 196.0 5.8 169.0 5.0
C503 1014 3.0 152.1 4.5 121.7 3.6 121.7 3.6 216.3 6.4 1825 5.4
C612 135.2 4.0 169.0 5.0 141.9 4.2 141.9 4.2 223.0 6.6 209.5 6.2
C613 145.3 4.3 185.9 5.5 152.1 4.5 152.1 4.5 253.4 7.5 223.0 6.6
C712 223.0 6.6 270.3 8.0 216.3 6.4 216.3 6.4 348.1 10.3 317.6 9.4
C713 219.6 6.5 290.6 8.6 229.8 6.8 229.8 6.8 371.7 11.0 337.9 10.0
C812 422.4 125 523.8 15.5 456.2 135 456.2 135 642.0 19.0 557.6 16.5
C813 456.2 135 557.6 16.5 490.0 14.5 490.0 145 726.5 215 642.0 19.0
C912 642.0 19.0 794.1 23.5 692.7 20.5 692.7 20.5 1,081.3 32.0 1,030.7 30.5
C913 692.7 20.5 844.8 25.0 743.4 22.0 743.4 22.0 1,182.7 35.0 1,081.3 32.0
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