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- P Welle mit Passfeder
- N Normallagerung

Planetengetriebe 2-stufig

Planetary gears 2-stages

- P shaft with key
- N normal bearings
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Pos. Nr.. Benennung 2.40.080 Nadelhtlse 2.10.060  Shim
10.010 Getriebegehause 2.40.300 Klebstoff 2.10.110  Locking screw stud
10.040 Sicherungsring 2.50.010 Planetentrager 2.10.130 Nut
10.060 Passscheibe 2.50.030 Rillenkugellager 2.10.140  Screw plug
10.100 Sechskantschraube 2.50.040 Rillenkugellager 2.10.160  Conical nipple
10.140 Verschlussschraube 2.50.050  Wellendichtring 2.10.170  Sealing compound
10.160 Dichtring 2.50.060 Sicherungsring 2.40.020  Shank pinion
10.170 Dichtmasse 2.50.070 Paf3scheibe 2.40.040  Gear wheel
40.020 Einsteckritzel 2.50.350 Dichtmasse 2.40.060  Planetary wheel stud
40.040 Zahnrad 2.50.370 Montagefett 2.40.080  Needle bush
40.060 Planetenradbolzen 2.40.300  Adhesive
40.080 Nadelhtlse Item No. Description 2.60.010  Planet carrier
40.300 Klebstoff 10.010 Gearbox housing 2.560.030  Deep-grooved ball bearing
50.010 Planetentrager 10.040 Circlip 2.560.040  Deep-grooved ball bearing
50.030 Rillenkugellager 10.060 Shim 2.560.050 Oil seal
50.040 Rillenkugellager 10.100 Hexagon head cap screw 2.560.060 Circlip
50.050 Wellendichtring 10.140 Screw plug 2.560.070  Shim
50.060 Sicherungsring 10.160 Conical nipple 2.60.350  Sealing compound
50.070 Passscheibe 10.170 Sealing compound
50.090 Passfeder 40.020 Shank pinion
50.350 Dichtmasse 40.040 Gear wheel
50.370 Montagefett 40.060 Planetary wheel stud
2.10.010 Getriebegehaduse 40.080 Needle bush Fiir die Bestellung von Ersatzteilen muss
2.10.020  Abtriebsflansch 40.300 Adhesive angegeben werden:
2.10.040 Sicherungsring 50.010 Planet carrier - Positions-Nr. des Teiles nach Abbildung
2.10.060 Passscheibe 50.030 Deep-grooved ball bearing - Typenbezeichnung nach Typschild am
2.10.100 Sechskantschraube 50.040 Deep-grooved ball bearing Getriebegehause
2.10.110 Stiftschraube 50.050 Oil seal - Fabrikations-Nr. nach Typschild am
2.10.130  Mutter 50.060 Circlip Getriebegehause
2.10.140 Verschlussschraube 50.070 Shim For ordering of spare parts the following is to
2.10.150  Verschlussschraube 50.090 Feather key be indicated:
2.10.160  Dichtring 50.350 Sealing compound - Item No. acc.to illustration
2.10.170  Dichtmasse 50.370 Assembly grease - Type designation acc. to type plate at the
2.40.020  Einsteckritzel 2.10.010  Gearbox housing gear housing
2.40.040  Zahnrad 2.10.020  Output flange - Serial No. acc. to type plate at the gear
2.40.060  Planetenradbolzen 2.10.040  Circlip housing




